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Self-supporting system 

Horizontal one-sided bulkheads 
30mm thick Maxilite boards, up to 1500mm wide 

Detail 1 
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Detail 2 
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Key: 
 
1 Maxilite boards, 30mm thick 
2 Cover Strips (Detail 1) 
3 Steel angles, 50mm x 50mm x 0.8mm (Detail 2) 
 

Maxilite board 
30mm thick board for 90 minute fire rating. Boards are joined together using 
rebate or butt joints incorporating approved fire rated sealant in all joints. 
Boards are screw-fixed to steel angles at max. 200mm centres. 

Cover strips 
20 or 30mm Maxilite or 9mm Orbit FR x 100mm wide fixed to outside of joint. 
Strips are secured to both sides of the joint at max. 200mm centres. 

Steel angles 
50mm x 50mm x 0.8mm (minimum guage), fixed to masonry, concrete or 
plasterboard at max. 400mm centres and screw-fixed to boards. 

Fixings 

- Board to board / steel angle: minimum M4 - 70mm self tapping screws at 
200mm centres. Allow 10 to 15mm from edges of Maxilite board. 
- Steel angle to masonry or concrete: minimum M6 anchor bolts at 400mm 
centres. 
- Steel angle to plasterboard: minimum M4 - 70mm self tapping screws at 
400mm centres.  

Corners Corners fixed to steel angles with self tapping screws at 200mm centres.  

Joints 
Boards are joined by butt joints incorporating approved fire rated sealant. 
Cover strips are fixed over the joint. 
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Self-supporting system 

Horizontal two-sided bulkheads 
30mm thick Maxilite boards, up to 1500mm x 1500mm 
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Maxilite board 
30mm thick board for 90 minute fire rating. Boards are joined together using 
rebate or butt joints incorporating approved fire rated sealant in all joints. 
Boards are screw-fixed to steel angles at max. 200mm centres. 

Cover strips 
20 or 30mm Maxilite or 9mm Orbit FR x 100mm wide fixed to outside of joint. 
Strips are secured to both sides of the joint at max. 200mm centres. 

Steel angles 
50mm x 50mm x 0.8mm (minimum guage), fixed to masonry, concrete or 
plasterboard at max. 400mm centres and screw-fixed to boards. 

Fixings 

- Board to board / steel angle: minimum M4 - 70mm self tapping screws at 
200mm centres. Allow 10 to 15mm from edges of Maxilite board. 
- Steel angle to masonry or concrete: minimum M6 anchor bolts at 400mm 
centres. 
- Steel angle to plasterboard: minimum M4 - 70mm self tapping screws at 
400mm centres.  

Corners Corners fixed to steel angles with self tapping screws at 200mm centres.  

Joints 
Boards are joined by butt joints incorporating approved rated sealant. Cover 
strips are fixed over the joint. 
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Key: 
 
1 Maxilite boards, 30mm thick  
2 Cover Strips (Detail 1) 
3 Steel angles, 50mm x 50mm x 0.8mm (Detail 2) 
4 Butt joint  
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Self-supporting system 

Horizontal three-sided bulkhead  
30mm thick Maxilite boards, up to 1500mm x 1500mm 
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Maxilite board 
30mm thick board for 90 minute fire rating. Boards are joined together using 
rebate or butt joints incorporating approved fire rated sealant in all joints. 
Boards are screw-fixed to steel angles at max. 200mm centres. 

Cover strips 
20 or 30mm Maxilite or 9mm Orbit FR x 100mm wide fixed to outside of joint. 
Strips are secured to both sides of the joint at max. 200mm centres. 

Steel angles 
50mm x 50mm x 0.8mm (minimum guage), fixed to masonry, concrete or 
plasterboard at max. 400mm centres and screw-fixed to boards. 

Fixings 

- Board to board / steel angle: minimum M4 - 70mm self tapping screws at 
200mm centres. Allow 10 to 15mm from edges of Maxilite board. 
- Steel angle to masonry or concrete: minimum M6 anchor bolts at 400mm 
centres. 
- Steel angle to plasterboard: minimum M4 - 70mm self tapping screws at 
400mm centres.  

Corners Corners fixed to steel angles with self tapping screws at 200mm centres.  

Joints 
Boards are joined by butt joints incorporating approved fire rated sealant. 
Cover strips are fixed over the joint. 
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System BH3-90 

2 

Detail 1 

FRL 

-/90/90 
Fire from both 

directions 

 

Key: 
 
1 Maxilite boards, 30mm thick  
2 Cover Strips (Detail 1) 
3 Steel angles, 50mm x 50mm x 0.8mm (Detail 2) 
4 Butt joint 
5 Angle fixing details 
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Concrete, Masonry or Plasterboard wall

50x50x0.9mm steel angle

Screws/Anchors as per fixings table

FyreBOARD Maxilite

Gaps between board and fire barrier 5-
10mm, filled to full depth with FyreFLEX 
Sealant, and a 15x15mm fillet applied

SECTION M-M

Same configuration approved for alternate 
orientations

Substrate A Substrate B Min Approved Fixing Recommended Fixing

FyreBOARD Maxilite 
Board Steel Angle

Min M4 - Self tapping 
screws at 200mm 

centres - length to suit
8g plasterboard screws - 

length to suit

Steel Angle Concrete/Masonry Wall M6 Masonry Anchors at 
400mm Centres

M6 Dynabolts or 
Masonry Screw Anchors
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100mm FyreBOARD Maxilite 
coverstrip, min 30mm thick

Screws/Anchors per 
fixings table

FyreBOARD Maxilite

50x50x0.9 Steel Angle

FyreBOARD Maxilite

Same configuration approved in alternate 
orientation

Substrate A Substrate B Min Approved Fixing Recommended Fixing

FyreBOARD Maxilite 
Board Steel Angle

Min M4 - Self tapping 
screws at 200mm 

centres - length to suit
8g plasterboard screws - 

length to suit

FyreBOARD Maxilite 
Board

FyreBOARD Maxilite 
Board

8g Plasterboard Screw 
at 200mm centres - 

length to suit
8g plasterboard screws - 

length to suit
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SECTION G-G

FyreFLEX Sealant - maximum 5mm gap

FyreBOARD Maxilite

Screws/anchors per fixings table

FyreFLEX Sealant fillet 15x15mm

100mm FyreBOARD Maxilite 
coverstrip, min 30mm thick

Same configuration approved in alternate 
orientation

Substrate A Substrate B Min Approved Fixing Recommended Fixing

FyreBOARD Maxilite FyreBOARD Maxilite
8g Plasterboard Screw at 
200mm centres - length 

to suit
8g plasterboard screws - 

length to suit
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