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FyrePLATE - 
SuperSTOPPER Cast-In
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Approved SuperSTOPPER Approved Trades FRL Fire Test Report

Approved for SuperSTOPPER Cast-in 
up to 1250mm wide Up to  -/240/120 FC10266

The SuperSTOPPER® Cast-In is a simple multi-
service passive fire penetration system that 
can be cast directly into the floor slabs of a 
building that will prevent the spread of fire 
through service penetrations whilst reducing 
the footprint needed for riser shafts and 
cupboards. 

The SuperSTOPPER® Range has been tested 
to AS1530.4-2014 for a range of mixed 
services and is one of the most fire tested 
products in the world with industry leading 
FRL’s of up to -/240/240 (system specific). 
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Trafalgar Fire reserves the right to change specifications without notice. Please check with your supplier at the time of order. The information contained in this brochure was correct at the time of publication.

INSTALLATION-  
STEEL FORMWORK
SUPERSTOPPER CAST-IN:  
WITH FyrePLATE

Cut the hole in the deck. This can be done by either 
measuring the FyrePLATE, or by marking up the opening 
with a pen and straight edge, or simply using the 
FyrePLATE as a template, and tracing around it.

1. PREPARE

Fold the FyrePLATE along the provided bend relief 
slots, this can be done by hand, and once finished, the 
FyrePLATE should resemble a cake tin.

2. BEND AND FIT

Secure the FyrePLATE using a minimum of 4x tek screws, 
located in the high points of the deck where the FyrePLATE 
makes contact.

3. FIX

Finally you can install the SuperSTOPPER Cast-in. The 
SuperSTOPPER is secured centrally to the preformed hole 
in the FyrePLATE, using a minimum 4x tek screws. 

4. SECURE BOX 
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Additional screws can be used for larger variants of the 
SuperSTOPPER Cast-in.

5. ADDITIONAL SCREWS (OPTIONAL)

An optional installation step is the addition of foil tape to 
block off any gaps around the FyrePLATE due to overcuts. 
Aggregate in the concrete should plug any gaps less than 
5mm.

6. ADDITIONAL FOIL TAPE (OPTIONAL)
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